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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1.BRASS PER QQ-B-626
2.BERYLLIUM COPPER PER QO—C—530
3.60LD PL. 3 MIN. THICK OVER NIGKEL PL. 100 MIN. THICK
OVER COPPER STRIKE
DIMENSIONS ARE IN MILLIMETERS 2
PART NO,
SMAT181K1—-3G—10-50 ,
UNLESS OTHERWISE SPECIFIED ,
TOLERANCES APPROVED DATE
0.5-6 = +0.2 10-11-01" | T17LE
6-30 = 0.4
4 |BoDY NOTE 1 NOTE 3 | 1 |SMASOBD—4—A S0-120 — <06 CHECKED DATE SMA DIRECT SOLDER PLUG
3 |RETAINER RING | NOTE 2 NATURAL | 1 |SMAT1B1K1—3 120-315 = +1 10-11-01
2 |GASKET SILICONE | RED 1 |G5-6/43XDB 3151000 = +1.6 ORAWN DATE DRAWING NOC.
— _ _ s ‘ KJ=SMAT181KT1—-3GC—.141-50
1 |SHELL NOTE 1 NOTE 3 | 1 |SMAS00D—1-C 1000-2000 = +2.4 10-11-01 VR
NO.| DESCRIPTON | MATERIAL | FINSH |a'Tv| DRawnG No [scate] 5/1 [issue] A [FIE No )




