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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1.BRASS PER QQ-B—626
2. GOLD PL. 3 MIN. THICK OVER NICKEL PL 100 MIN. THICK
COVER COFPPER STRIKE
3 BERYLLIUM COPPER PER QO—-C-530 1. CONTACT PIN TO SOLDER
4.60LD PL. 50 MIN, THICK OVER NICKEL PL. 100 MIN, THICK
OVER COPPER STRIKE
5 TEFLON MIL-P—19468
DIMENSIONS ARE IN MILLIMETERS PART NO.
7 SMAG581B3—3GT50G—13-50 I
5 | SOLDER BARREL | NOTE 1 [ NOTE 2 | 1 [sB-047x537 UNLESS OTHERWISE SPECIIED m@ n 7
4 | INSULATOR NOTE 5 NATURAL T |SMAT181A2—-5T-50 TOLERANCES AFFROVED DATE
3 | CONTACT PIN NOTE 3 | NOTE 4 1 |SMA7081-3-127/ 0.5-6 = £0.2 10-11-01" | TITLE
04-B oy - toe | cHECKED DATE SMA SEMI—RIGID PANEL JACK
2 [INSuLATOR NOTE 5 | NATURAL | 1 |SMA7081-2T—50 120-315 = +1 10-11-07
1 |BODY NOTE 1 |NOTE 2 | 1 |oMA7585-1-32/ 315-1000 = +18 DRAWN DATE PRAWING NO-
10002000 — +2 4 , KJ—SMAB581B3—3GT50G6—.04/7-50
224-8 + 10-11-01
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