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SPRAGUE
COODMAN

PISTONCAP® TRIMMER CAPACITORS

$G-205B

DIRECT TRAVERSE GLASS TRIMMERS

FEATURES
¢ Shortest sealed PISTONCAP®

s Designed to meet MIL-C-14409.

o Annular band and embedded band models.
+ High Q.

¢ High self-resonant frequency.

e Surface mount or through-hole mount.

e O-ring seal protects (to 276 kPa, 40 psi) against
dust, flux, moisture, solder and solvents.

¢ Direct traverse (non-rotating) piston.

SPECIFICATIONS

Operating Temperature Range: -55°C to 125°C
Voltage Rating: 250 VDC

Dielectric Withstanding Volitage: 500 VDC
Insulation Resistance: 10° Megohms min
Torque: 36 to 360 g-cm (0.50 to 5.0 oz-in)

Tuning Resolution:
0.7 pF per turn for Annular Band
2.7 pF per turn for Embedded Band

Capacitance Range
(el TCC Qmin A max Surface Mount Through-hole
min max (epm/°C) (1 MH2) (in/fmm) Model No. Model No.
Annular Band 1.0 5.5 0+ 50 1000 0.42/11 GDT5R531 GDT5R526
Models 1.0 8.5 0+ 50 650 0.57/14 GDT8R531 GDT8R526
1.5 10 0+ 150 800 0.37/9.4 GDT10031 GDT10026
gg,‘,’:dded 1.5 20 0+ 150 800 0.44/11 GDT20031 GDT20026
Modoels 1.5 30 0+ 150 800 0.52/13 GDT30031 GDT30026
1.5 40 0+ 1580 800 0.63/16 GDT40031 GDT40026
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Note: For horizontal mounting configurations, contact factory.
All dimensions are in/mm.

Uniess otherwise specified, the tolerance on all dimensions is +0.005/0.1, except slot tolerance is +0.002/ 0.05.
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