DATA SHEET

WR-42 to SMA Female Adapter (Right Angle)

W425F-U220R

PRODUCT SPECIFICATIONS

Coaxial interface SMA

Gender Female

Standard MIL-STD-348A
EIA WR-42 _

Waveguide interface o
IEC R220 g
Square cover flange £l

Flange type EIA uG-597/U é
IEC UBR-220

Geometry Right angle

Impedance 50 Q

Frequency range 17.6 —26.7 GHz e SN

VSWR <1.20 ¢ Full K-band frequency

Insertion loss <0.35 dB band

MATERIAL SPECIFICATIONS . éivcvéﬁ‘;ifggf'zﬁm o

COMPONENT MATERIAL FINISHING

Waveguide body Brass Gray paint * Enut—:‘gcgheoc:{icr:%ﬁ)zzz?gt:e

Connector body Stainless steel Passivated

Connector center pin BeCu Gold ¢ xéig;?;ondord

ENVIRONMENTAL SPECIFICATIONS

Temperature range -40 / +70 °C

RoHS Compliant (2011/65/EU | RoHS 3) @ clsoml.is \
pliant
REACH Compliant (EC 1907/2006)
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DATA SHEET

WR-42 to SMA Female Adapter (Right Angle)
WA42SF-U220R

TYPICAL TEST DATA (VSWR)
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