DATA SHEET

Clamp N-Type Male Coaxial Connector

N02-07G-01
Interface N
Gender Male
Standard MIL-STD-348A
Geometry Straight
Center/Outer attachment | Solder/Clamp
Durability =500 mating
Weight 47 9
Impedance 50 Q
Frequency range DC-11GHz
VSWR <1.25@ 6 GHz KEY FEATURES
Working voltage 500 Vrms ~ el BieeuEney
Dielectric withs. voltage 1500 Vrms Coverage
Insulation resistance >5000 MQ e ReliableIClamp Cabls
COMPONENT MATERIAL FINISHING « Robust Industrial Design
Body, Nut Brass Nickel ]
Center contact Brass Gold * E:r?;f:fggsg
Insulator PTFE -
CABLE GROUP
RG213 /RG214 / RG393 @
ENVIRONMENTAL SPECIFICATIONS compliant
Temperature range -55 /+125°C
RoHS Compliant (2011/65/EU | RoHS 3)
REACH Compliant (EC 1907/2006)
DRAWING Unit: mm
(40. 3)

__ Recommended cable stripping dimensions

SW20. 5 \SW17. 0 Hex16
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DATA SHEET

Clamp N-Type Male Coaxial Connector
N02-07G-01

ASSEMBLY INSTRUCTION

1. Slide nut, washer, gasket, washer over cable. strip cable as
shown. do not nick braid while cutting jacket.
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Washer \ Gasket  \ Washer Nut

2. Form braid over clamp. trim braid back to shoulder.cut
center conductor to dimension shown. do not nick center
conductor.
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3. Turn into insulator solder center conductor.

Solder

e

Center conductor
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Insulation

4, Insert cable assembly into body & tighten.

SHLT HEX 16
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